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(57) ABSTRACT

The mounting plate system is for use with a prosthetic socket,
the socket having at least one aperture in a distal end thereof
and in fluid communication with an interior portion of the
socket which receives a residual limb. The mounting plate
system includes a mounting plate having a top face to inter-
face with the socket, and a bottom face for attachment to
lower portions of a prosthetic limb. An opening in the mount-
ing plate extends from the top face to the bottom face thereof,
and a valve housing is positioned in the opening and has a
channel therein for fluid communication with the interior
portion of the socket via the at least one aperture. A one-way
expulsion valve is secured between the valve housing and the
socket adjacent the aperture and for regulating fluid commu-
nication between the interior portion of the socket and the
channel in the valve housing. A vacuum reservoir seal plate is
also provided.

11 Claims, 4 Drawing Sheets
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1
MOUNTING PLATE SYSTEM, VACUUM
RESERVOIR PLATE AND ELECTRONIC
PUMP SYSTEM FOR PROSTHETIC SOCKET
AND RELATED METHODS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 12/586,673 filed Sep. 25, 2009, now U.S. Pat. No. 8,551,
185, issued Oct. 8, 2013, and claims the benefit of U.S.
provisional application Nos. 61/194,319, 61/194,320 and
61/194,321 filed Sep. 26, 2008, and U.S. provisional appli-
cation No. 61/214,302, filed Apr. 22, 2009, which are incor-
porated by reference in their entirety.

BACKGROUND OF THE INVENTION

(1) Field of the Invention

The present invention relates to the field of prosthetics, and
more particularly to vacuum assisted prosthetic sockets and
related methods.

(2) Discussion of Related Art

Amputees use prosthetic devices on their residual limbs
using various vacuum or suction arrangements that include
the use of liners that are worn between the residual limb and
the prosthetic socket. When an amputee walks air inside the
socket allows the socket to fall away from the amputee during
swing phase (the time the prosthesis is in the air between
steps) causing an accelerated impact of the residual limb and
the bottom of the socket when the heel hits the floor. By
removing the air in the socket the prosthesis is held closer to
the residual limb during swing phase reducing the accelerated
impact at heel strike. There are many ways to remove the air
and several different expulsion valves on the market. Most are
installed in the walls of the socket. This is not the most
appropriate placement. A valve housed in the distal or bottom
of the socket will expel the most air as the amputee’s weight
at heel strike is directed downward towards the distal portion
of the socket.

A known configuration includes the use of a one-way valve
provided at a distal end of a socket so that air between the
distal end of the residual limb may be pushed through the
one-way valve until the residual limb and associated liner are
fully inserted into the socket. The one-way valve is then in a
closed condition.

To maintain the sub-atmospheric pressure or vacuum at the
distal end of the socket, sealing sleeves and other arrange-
ments may be used to prevent influx of air around the distal
end of the residual limb and into the distal end of the socket.
With a vacuum suspension system, any significant loss of
vacuum may result in separation of the prosthetic socket from
the residual limb.

Providing a vacuum reservoir chamber maintained at sub-
atmospheric pressure and in communication with a prosthetic
socket may aid in maintaining a partial vacuum within the
socket to compensate for variations in volume of the residual
limb while the prosthetic socket is worn and to compensate
for air leakage around the residual limb. An integrated system
may include vacuum pressure sensors and an evacuation
device carried by the prosthetic socket.

U.S. published patent application No. U.S. 2001/0005798
discloses a reservoir maintained at sub-atmospheric pressure
mounted on a pylon of a prosthetic device and communicat-
ing with the interior of the prosthetic socket via a conduit
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connected to the reservoir. This arrangement may be
unwieldy and adds weight to the prosthetic device suspended
from the prosthetic socket.

U.S. published patent application No. 2004/0260403 to
Patterson et al. provides an integrated vacuum chamber
socket system without any additional electronics (e.g. sen-
sors, pump etc.) to maintain the vacuum within the chamber.
However, this configuration may result in leakage of air into
the socket that can reduce the vacuum within the vacuum
chamber. Also, U.S. published patent application No. 2008/
0086218 discloses a vacuum chamber socket system that
includes a rigid shell or socket having an integrated vacuum
reservoir chamber that may be distally located and that shares
a distal common wall with a receiving portion of the socket.
The common wall includes a vacuum transfer port having a
one-way or non-return valve disposed therein which allows
the receiving portion to communicate with the chamber. Such
systems require a complicated manufacturing process to form
the integrated chamber and the patient may need special skills
to don the socket.

Further, there are many different types of one-way valves
including spring and duckbill type valves. Spring valves use a
spring to resist the air from traveling in one direction while
allowing it to travel in the other. The disadvantage to spring
valves is the air must accumulate enough force to overpower
the spring and open the valve. The consequence of this is that
the spring will close the valve before most of the air escapes
the socket. This is called cracking pressure. The lowest limit
for spring expulsion valves used in prosthetics is about 2 psi.

BRIEF SUMMARY OF THE INVENTION

It is an object of the present invention to provide a mount-
ing plate system, vacuum reservoir plate system and/or elec-
tronic pump system, and associated methods, for use with
prosthetic sockets and having improved features and reliabil-
ity including the reduction or elimination of leaks and/or
maintaining of an adequate level of vacuum within the sys-
tems.

This and other objects, advantages and features in accor-
dance with the present invention are provided by a mounting
plate system for use with a prosthetic socket, the socket hav-
ing at least one aperture in a distal end thereof and in fluid
communication with an interior portion of the socket which
receives a residual limb. The mounting plate system compris-
ing: a mounting plate having a top face to interface with the
socket, and a bottom face for attachment to lower portions of
aprosthetic limb; an opening in the mounting plate extending
from the top face to the bottom face thereof; a valve housing
positioned in the opening and having a channel therein for
fluid communication with the interior portion of the socket
via the at least one aperture; and a one-way expulsion valve
secured between the valve housing and the socket adjacent
the aperture and for regulating fluid communication between
the interior portion of the socket and the channel in the valve
housing.

The bottom face of the mounting plate preferably includes
a pattern of threaded holes for attachment to lower portions of
the prosthetic limb. The opening in the mounting plate may
comprise a threaded opening; and wherein the valve housing
then comprises a threaded portion for threaded engagement
with the threaded opening in the mounting plate. The one-
way expulsion valve may be a rubber duckbill valve, and may
extend into the channel in the valve housing. A valve housing
o-ring may be provided for sealing engagement between the
valve housing and adjacent portions of the opening in the
mounting plate.
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Other objects, advantages and features in accordance with
the present invention are provided by a mounting plate for use
with a prosthetic socket, the socket having at least one aper-
ture in a distal end thereof and in fluid communication with an
interior portion of the socket which receives a residual limb.
The mounting plate comprises a top face to interface with the
socket, a bottom face for attachment to lower portions of a
prosthetic limb, and a valve housing threaded opening
extending from the top face to the bottom face to receive a
valve housing in threaded engagement therewith. Again, the
bottom face may include a pattern of threaded holes for
attachment to lower portions of the prosthetic limb.

Other objects, advantages and features in accordance with
the present invention are provided by a method of providing a
mounting plate system for use with a prosthetic socket, the
socket having at least one aperture in a distal end thereof and
in fluid communication with an interior portion of the socket
which receives a residual limb. The method includes provid-
ing a mounting plate having a top face to interface with the
socket, and a bottom face for attachment to lower portions of
a prosthetic limb. An opening is provided in the mounting
plate extending from the top face to the bottom face thereof,
and the method includes positioning a valve housing in the
opening and having a channel therein for fluid communica-
tion with the interior portion of the socket via the at least one
aperture. The method further includes securing a one-way
expulsion valve between the valve housing and the socket
adjacent the aperture and for regulating fluid communication
between the interior portion of the socket and the channel in
the valve housing.

The method may further include providing a dummy valve
housing in the opening of the mounting plate and then bond-
ing the top face of the mounting plate to the distal end of the
socket to create a flat mating surface on the distal end of the
socket for a flange of the one-way expulsion valve, the
dummy valve housing including a drill guide therein. Further-
more, the method may then include laminating the mounting
plate to the socket, drilling a hole through the drill guide in the
dummy valve housing to the interior portion of the socket to
define the aperture, removing the dummy valve housing,
positioning the one-way expulsion valve within the opening
in the mounting plate, and securing the one-way expulsion
valve in place with the valve housing positioned in the open-
ing of the mounting plate and compressing the flange thereof
against the flat mating surface of the socket.

Objects and features of the present invention are also pro-
vided by a vacuum reservoir seal plate system and associated
methods including the features described below.

Thus, with the present approach, it is possible to provide
for secure attachment of lower prosthetic limb portions to the
socket while reducing and/or eliminating leaks within the
mounting plate system.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

FIG.1is across-sectional view of a mounting plate system,
vacuum reservoir plate system and electronic pump system in
connection with a prosthetic socket, and in accordance with
features of the present invention.

FIGS. 2A-2C are additional views of the mounting plate of
the system of FIG. 1.

FIGS. 3A-3C are additional views of the valve housing of
the system of FIG. 1.
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FIGS. 4A-4C are additional views of the vacuum reservoir
plate of the system of FIG. 1.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The present invention will now be described more fully
hereinafter with reference to the accompanying drawings, in
which preferred embodiments of the invention are shown.
The approach of the invention may be embodied in many
different forms and should not be construed as limited to the
embodiments set forth herein. Rather, the embodiments are
provided so that this disclosure will be thorough and com-
plete, and will fully convey the scope of the invention to those
skilled in the art.

Embodiments of the invention may be incorporated into
different prosthetic appliances. Some examples include
above and below knee lower limb prosthetics, as well as upper
limb prosthetics. While the advantages of the vacuum assisted
system may be discussed in detail herein with respect to lower
limb prosthetics, similar advantages may be achieved when
the features of the present invention are applied to upper limb
prosthetics.

Referring to FIGS. 1-4 below, embodiments consistent
with features of the present invention will be described. In
FIG. 1, a vacuum assisted system 10 is for use with a pros-
thetic socket that includes a socket wall 12 defining a socket
interior 14 for receiving a residual limb therein, as is appre-
ciated by those skilled in the art. The socket also has at least
one aperture 16 in a distal end thereof and in fluid communi-
cation with the interior portion 14 of the socket.

A mounting plate system 18 includes a mounting plate 20
having a top face 22 to interface with the socket, and a bottom
face 24 for attachment to lower portions of a prosthetic limb.
An opening 26 in the mounting plate 20 extends from the top
face 22 to the bottom face 24 thereof. A valve housing 28 is
positioned in the opening 26 and has a channel 30 therein for
fluid communication with the interior portion 14 of the socket
via the at least one aperture 16. A one-way expulsion valve 32
is secured between the valve housing 28 and the socket adja-
cent the aperture 16 and for regulating fluid communication
between the interior portion 14 of the socket and the channel
30 in the valve housing 28.

The bottom face 24 of the mounting plate 20 preferably
includes a pattern of threaded holes 34 (e.g. with a standard
pattern ofthreaded holes as appreciated by those skilled in the
art) for attachment to lower portions of the prosthetic limb.
The mounting plate may also include top and bottom recesses
36 and 38 that extend from a respective surface of the mount-
ing plate and surround the opening 26.

The opening 26 in the mounting plate 20 may be a threaded
opening, and the valve housing 28 may then include a
threaded portion 40 for threaded engagement with the
threaded opening in the mounting plate 20. Various recesses
42 may also be provided in the shoulder portion 44 of the
valve housing 28 to receive a corresponding projection of a
tool to assist in tightening the valve housing 28 in the threaded
opening 26 of the mounting plate 20.

The one-way expulsion valve 32 may be a rubber duckbill
valve, and may extend into the channel 30 in the valve hous-
ing 28, e.g. as illustrated in FIG. 1. The rubber duckbill valve
preferably has a low cracking pressure, about 0.2 psi. A valve
housing o-ring 46 may be provided for sealing engagement
between the valve housing 28 and adjacent portions of the
opening 26 in the mounting plate 20. This arrangement results
in more air being expelled from the socket to decrease the
space between the distal end of the amputee’s residual limb
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and the bottom of the socket, e.g. reducing the accelerated
impact at heel strike, making the socket more comfortable for
the amputee.

Another benefit of the arrangement in accordance with
features of the present invention is that the valve housing 28
compresses the flange 33 on the duckbill valve 32 between the
socket lamination and the valve housing 28, reducing or
eliminating any leak that could occur between the valve hous-
ing 28 and the mounting plate 20. The connection between the
socket lamination and the mounting plate 20 is purely physi-
cal and during ambulation the mounting plate 20 may be
subjected to non-linear forces that will cause the mounting
plate and the socket lamination to at least partially separate.
This may not be evident to the amputee and does not com-
promise the strength of the socket but would allow air to pass
between the mounting plate 20 and the socket lamination into
the interior 14 of the socket if not for the sealing approach of
the present invention. Ordinarily, such a leak would compro-
mise the socket fit. Conventional valve arrangements that are
housed in the distal portion of the socket do not adequately
seal for this type of leak.

The sealing face 48 for the valve 32 in the lamination may
be accomplished during the manufacturing process of the
laminated socket. A dummy valve housing is inserted in the
mounting plate 20 and the mounting plate is then bonded onto
the bottom of a thin plastic sheet that has been formed over the
positive cast representing the inner shape of the final socket.
The bond is made from a resin mixed with a thickening agent
to produce the correct consistency to fill the threads of the
dummy valve housing and produce the flat mating surface 48
for the valve flange 33 on the bottom of the laminated socket.
Once the bonding material has set, the mounting plate 20 is
further attached to the plastic sheet by several layers of carbon
fiber and fiberglass, for example, as would be appreciated by
the skilled artisan. Once the lamination has set, a hole is
drilled though a drill guide in the dummy valve housing to the
interior portion of the socket to define the aperture 16. The
dummy valve housing is then removed and the valve 32 and
valve housing 28 are then inserted, via the opening 26 in the
mounting plate 20, into the pocket that has been created in the
distal end of the socket. This process creates an ideal seal
between the valve 32 and the lamination, reducing or elimi-
nating any leaks between the mounting plate 20 and lamina-
tion.

A seal plate 50 may be provided for removable attachment
(e.g. via a threaded engagement) to the mounting plate 20
adjacent the valve housing 28. Again, a seal plate o-ring 52
may be provided between the seal plate 50 and the mounting
plate 20 to ensure a seal therebetween. The seal plate 50 may
include a vacuum reservoir 54 therein in regulated fluid com-
munication with the interior portion 14 of the socket via the
valve housing channel 30, the socket aperture 16 and the
one-way expulsion valve 32. The seal plate 50 may include a
port 56 for direct or indirect connection to a vacuum pump 60,
such as an electronic vacuum pump. Such a pump 60 may be
connected to the seal plate port 56 via a second one-way valve
58 and/or an associated conduit 59, such as a flexible tube.
The seal plate 50 may include through holes 62 (e.g. threaded)
that match the patterned threaded holes 34 of the mounting
plate 20 for assisting in the attachment of the lower portions
of the prosthetic limb.

When vacuum is applied to the second one-way valve 58,
air is removed from the seal plate 50 creating a vacuum in the
vacuum reservoir 54, between the seal plate 50 and the
mounting plate 20. When enough vacuum has accumulated in
the seal plate 50, the one-way expulsion valve 32 in the valve
housing 28 opens and allows air to be drawn from the socket
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interior 14 into the seal plate 50 and then evacuated from the
seal plate through the seal plate one-way valve 58. Air can be
evacuated through the one-way seal plate valve 58 in several
different ways including a hand pump, electronic pump, or
mechanical pump activated by the motion of the patient walk-
ing, for example.

As all sockets may leak, the vacuum reservoir 54 contained
in the seal plate 50 reduces the effect of the leak and may
allow the amputee to maintain some level of vacuum for the
entire day without the need to regenerate the level of vacuum
within the seal plate 50. This is beneficial for amputees uti-
lizing hand pumps or an external electric pump 60. Electronic
pumps that are housed within a prosthetic device and that are
activated by computer control when the level of vacuum
drops below a certain level would also benefit from this tech-
nology. Although the electronic vacuum pump would initially
be activated for a longer duration, the pump would not acti-
vate as frequently with such a reservoir arrangement, thus
extending the battery life of the electronic pump.

The one-way expulsion valve 32 is placed between the
socket and the seal plate 50 so that in the event of a leak, any
air in the seal plate 50 could not enter the socket environment
and compromise the amputee’s suspension. In this case, the
one-way expulsion valve 32 in the mounting plate 20 would
expel air in the socket via the force created by the patient’s
weight during the normal gait cycle.

As discussed above, the mounting plate one-way expulsion
valve 32 is sealed to the socket wall by being compressed
between the valve housing 28 and the socket wall 48, the
valve housing 28 is sealed to the mounting plate 20 by an
o-ring 46, and the seal plate 50 is sealed to the mounting plate
20 by an o-ring 52. These three seals ensure that the only air
that can enter the system is from the socket interior 14.

The addition of an electronic pump 60 to the seal plate 50
eliminates the need for the amputee to use and external
vacuum source to remove the air from the reservoir 54. The
electronic vacuum pump 60 can be built as a structural com-
ponent or a stand-alone unit that is attached to the prosthetic
device in some non-load bearing manner. The electronic
vacuum pump 60 is designed to work in tandem with the seal
plate 50. The electronic vacuum pump’s programming, as set
in its circuitry, allows it to maintain a certain level of vacuum
in the seal plate vacuum reservoir 54 through the second
one-way valve 58. The seal plate 50 then regulates vacuum in
the amputee’s socket environment through the one-way
expulsion valve 32 between the seal plate 50 and the socket.
As such, air is prevented from traveling backwards through
the system. The system may be used with or without the
vacuum reservoir 54 in the seal plate 50 as may be desired.

The seal plate may also define the cover or lid of an enclo-
sure that houses the pump and various electronics. The elec-
tronic components may include a programmable controller
(e.g. a microprocessor), a vacuum pump, a battery, and a
vacuum sensor. The system may also contain an accelerom-
eter or gyroscope and battery protection circuitry. Other sen-
sors and features may be added, as they are deemed necessary.
A wireless transceiver and/or a wired communications port
may be associated with the controller for communication
with external devices.

The accelerometer senses motion in the prostheses, turning
onthe vacuum sensor. The sensor sends information about the
vacuum status in the seal plate and compares it with the set
low vacuum value. If the vacuum in the seal plate is higher
than the set low vacuum value the controller does nothing. If
the vacuum is lower than the set low vacuum value then the
processor activates the vacuum pump. The vacuum pump
remains on until the vacuum sensor meets a set high vacuum
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value. Once the set high vacuum value has been reached, the
controller shuts off the vacuum pump.

Various safeguards and sleep mode may include: if the
vacuum pump runs for longer than a set period of time with-
out an increase in vacuum level, the controller will shut off the
vacuum pump; if the accelerometer does not detect motion in
the prostheses for a set period of time the controller will enter
sleep mode and not activate the vacuum sensor or vacuum
pump.

Additional circuitry and software may allow the controller
to communicate with a computer, wirelessly or otherwise, to
allow the prosthetist or patient to set the high and low vacuum
values, sleep times or other functions and allow for the accu-
mulation of data over a given period of time. To lessen office
visits the controller may be connected to a network (e.g. the
internet) and/or e-mail service for the purpose of remotely
providing the prosthetist with information on system status or
transfer of data collected over a period of time. Such infor-
mation could include number of steps per day, vacuum levels,
battery condition or a number of other data sets that could
help the prosthetist evaluate the health of the patient and the
condition of the prosthesis.

Advantages of the above described embodiments include:
1) reduces or prevents any leaks between the mounting plate
and the lamination; 2) maintains a level of vacuum longer
than systems without reservoirs; 3) in the event of a leak does
not allow air to travel freely into the socket environment; 4)
may be manufactured as a component; and 5) allows for
automatic regulation of the socket environment.

The present invention was described with references to
preferred embodiments of the invention. This invention may,
however, be embodied in many different forms and should not
be construed as limited to the specific embodiments set forth
herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete, and will fully
convey the scope of the invention to those skilled in the art.
Many modifications and other embodiments of the invention
will come to the mind of one skilled in the art having the
benefit of the teachings presented in the foregoing descrip-
tions and the associated drawings.

The invention claimed is:

1. A method of providing a mounting plate system for use
with a prosthetic socket, the socket having at least one aper-
ture in a distal end thereof and in fluid communication with an
interior portion of the socket which receives a residual limb,
the method comprising the steps of:

arranging a mounting plate having a top face directly adja-

cent to a distal outer periphery of the socket, and a
bottom face for attachment to lower portions of a pros-
thetic limb outside the distal outer periphery of the
socket;

providing an opening in the mounting plate extending from

the top face to the bottom face thereof;

providing a bottom recess in the mounting plate extending

from the bottom face and surrounding the opening;

positioning a valve housing in the opening and having a

channel therein for fluid communication with the inte-
rior portion of the socket via the at least one aperture, the
valve housing having a shoulder portion arranged to abut
the bottom recess in the mounting plate;

providing a dummy valve housing in the opening of the

mounting plate and then bonding the top face of the
mounting plate to the distal end of the socket to create a
flat mating surface on the distal end of the socket for a
flange of a one-way expulsion valve, the dummy valve
housing including a drill guide therein;

laminating the mounting plate to the socket;
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drilling a hole through the drill guide in the dummy valve
housing to the interior portion of the socket to define the
aperture;

removing the dummy valve housing;

positioning the one-way expulsion valve within the open-

ing in the mounting plate; and

securing the one-way expulsion valve in place with the

valve housing positioned in the opening of the mounting
plate and compressing the flange thereof against the flat
mating surface of the socket.

2. The method according to claim 1, further comprising the
step of:

securing a removable one-way expulsion valve directly

between the valve housing and the socket adjacent the
aperture and for regulating fluid communication
between the interior portion of the socket and the chan-
nel in the valve housing.

3. The method according to claim 1, wherein the bottom
face of the mounting plate includes a pattern of threaded holes
for attachment to lower portions of the prosthetic limb.

4. The method according to claim 1, wherein the opening in
the mounting plate comprises a threaded opening; and
wherein the valve housing comprises a threaded portion for
threaded engagement with the threaded opening in the
mounting plate.

5. The method according to claim 1, wherein the one-way
expulsion valve comprises a rubber duckbill valve.

6. The method according to claim 5, wherein the duckbill
valve extends into the channel in the valve housing.

7. The method according to claim 1, further comprising the
step of:

providing a valve housing o-ring for sealing engagement

between the valve housing and adjacent portions of the
opening in the mounting plate.

8. A method of providing mounting plate system for use
with a prosthetic socket, the socket having at least one aper-
ture in a distal end thereof'and in fluid communication with an
interior portion of the socket which receives a residual limb,
the method comprising:

arranging a mounting plate having a top face directly adja-

cent to a distal outer periphery of the socket, the mount-
ing plate having a bottom face for attachment to lower
portions of a prosthetic limb, and an opening extending
from the top face to the bottom face of the mounting
plate;

positioning a valve housing in the opening, the valve hous-

ing having a channel therein for fluid communication
with the interior portion of the socket via the at least one
aperture; and

removably securing a seal plate to the bottom face of the

mounting plate;

removably securing a one-way expulsion valve directly

between and against the valve housing and the socket
distal outer periphery adjacent the aperture and for regu-
lating fluid communication between the interior portion
of the socket and the channel in the valve housing,
wherein the one-way expulsion valve is positionable
below the at least one aperture.

9. The method according to claim 8, wherein the opening in
the mounting plate comprises a threaded opening; and
wherein the valve housing comprises a threaded portion for
threaded engagement with the threaded opening in the
mounting plate.

10. The method according to claim 8, wherein the channel
has atleast first and second diameters formed along its length,
the first diameter being greater than the second diameter and
adapted to receive at least a portion of the one-way valve.
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11. A method of providing mounting plate system for use
with a prosthetic socket, the socket having at least one aper-
ture in a distal end thereof and in fluid communication with an
interior portion of the socket which receives a residual limb,
the method comprising:

arranging a mounting plate having a top face directly adja-

cent to a distal outer periphery of the socket, the mount-
ing plate having a bottom face for attachment to lower
portions of a prosthetic limb, and an opening extending
from the top face to the bottom face of the mounting
plate;

positioning a valve housing in the opening, the valve hous-

ing having a channel therein for fluid communication
with the interior portion of the socket via the at least one
aperture; and

removably securing a seal plate to the bottom face of the

mounting plate;

wherein the valve housing is arranged for compressing a

flange of a one-way expulsion valve against the distal
outer periphery of the socket to form a seal therewith.

#* #* #* #* #*
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